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  Technical Requirement(Ver.: C, 2008-7)
1.  Corrugated fiberboard and packing carton shall comply with relevant requirements of QMG-J53.016 Technical Conditions for corrugated fiberboard box;
2.  Mark of carton dimension shall comply with relevant requirements of QMG-J53.016 Technical Conditions for corrugated fiberboard box;
3.  A type (or B type) single-wall corrugated fiberboard is required,which the linerboard paper(the external face) shall be of white board,
    the internal faces shall be of all-wood kraft paper;
4.  All undimensioned tolerances of linear dimensions shall be 5;
5.  
6.  For pattern printing color, part A:     , part B :     ; (Pantone color shall be marked with C)
    Color and pattern shall comply with requirement for tint plate confirmed by the company s technicians or sealed sample requirement; 
7.  Position and dimension shall be dimensioned as per drawing and the printing shall be clear;
8.  The adhesiveness and abrasion resistance of ink shall comply with the requirements of GB/T 7706.   
9.  Materials subject to ROHS shall comply with QML-J11.006 Technical Standard for Restricted Hazardous Substance in the Products of MIDEA.

(corrugated fiberboard types shall be of either A or B)

Buckle position shall be as per drawing, and positioned according to inner shape ( this requirement is not applicable to carton without buckle);
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