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71-14MX90-4030 71 A1F 12.457 12.347 13.187 4030 4.203 4.203

75-14MX90-4030 75 A1F 13.158 13.048 13.730 4030 4.203 4.203

80-14MX90-4030 80 D1F 14.036 13.926 14.625 4030 4.203 4.203

90-14MX90-4030 90 D2 15.790 15.680 - 4030 4.203 4.203

112-14MX90-4535 112 D2 19.650 19.540 - 4030 4.203 4.203

140-14MX90-5040 140 D3 24.562 24.452 - 4535 4.203 4.203

168-14MX90-6050 168 C3 29.475 29.365 - 5040 4.203 4.203

180-14MX90-6050 180 C3 31.580 31.470 - 6050 4.203 4.203

200-14MX90-6050 200 C3 35.089 34.979 - 6050 4.203 4.203

224-14MX90-6050 224 C3 39.300 39.190 - 6050 4.203 4.203

POWERHOUSE MX™

TIMING PULLEYS
(Compatible with Poly Chain® GT® Carbon belts) 

14 mm Pitch
For 90 mm Wide Belts

Iron
Black Oxide Plating
Taper-Lock® Style

B&B Manufacturing is proud to be a contributing member of the 
Power Transmission Distributors Association, Mechanical Power 

Transmission Assocation, and the Power-Motion Technology 
Representatives Association. The power of these associations lies in 

the development of professional standards in the industry.
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