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Premium Quality Cutting Tools

Masonry Drills
CARBIDE TIP
Fractional / Bright

PACKAGING:
All sizes are individually packaged.

Masonry Drills

 SDS MAXSeries 1740

Size Flute
Length

 Overall
Length

1720 BULK
EDP No.

3/16" 4" 6-1/2" 172B1126

1/4" 4" 6-1/2" 172B1166

5/16" 4" 6-1/2" 172B1206

3/8" 4" 6-1/4" 172B1246

1/2" 4" 6-1/4" 172B1326

Size Flute
Length

 Overall
Length

1740
EDP No.

1/2" 7-1/2" 13" 174F13213*

1/2" 15-1/2" 21" 174F13221*

9/16" 7-1/2" 13" 174F13613*

9/16" 15-1/2" 21" 174F13621*

5/8" 7-1/2" 13" 174F14013

5/8" 15-1/2" 21" 174F14021

5/8" 31" 36" 174F14036

3/4" 7-1/2" 13" 174F14813

3/4" 17" 21" 174F14821

3/4" 31" 36" 174F14836

7/8" 8" 13" 174F15613

Size Flute
Length

 Overall
Length

1740
EDP No.

7/8" 17" 21" 174F15621

1" 8" 13" 174F16413

1" 17" 21" 174F16421

1" 31" 36" 174F16436

1-1/8" 12" 17" 174F20817

1-1/8" 17" 21" 174F20821

1-1/4" 9-1/2" 15" 174F21615

1-1/4" 18" 23" 174F21623

1-1/4" 31" 36" 174F21636

1-3/8" 18" 23" 174F22423

1-1/2" 18" 23" 174F23223

1740

Size Flute
Length

 Overall
Length

1720
EDP No.

3/8" 10" 12-1/4" 172F12412

3/8" 16" 18" 172F12418

7/16" 4" 6-1/4" 172F1286

7/16" 10" 12-1/4" 172F12812

7/16" 16" 18" 172F12818

1/2" 4" 6-1/4" 172F1326

1/2" 10" 12-1/4" 172F13212

1/2" 16" 18" 172F13218

SDS PLUS DURA-TIPSeries 1720 continued

Size Flute
Length

 Overall
Length

1720
EDP No.

9/16" 4" 6-1/4" 172F1366

9/16" 10" 12-1/4" 172F13612

9/16" 16" 18" 172F13618

5/8" 8" 10-1/4" 172F14010

5/8" 10" 12-1/4" 172F14012

3/4" 8" 10" 172F14810

3/4" 10" 12" 172F14812

1720 BULK PACKAGING:
3/16" thru 5/16" - 15 per pack
3/8" thru 1/2" - 10 per pack

Designed for longer life in concrete and reinforced concrete applications. 4 x 90 head geometry prevents locking when hitting 

rebar on the side. As an additional benefit, it can crush through and pulverize rebar when drilling in reinforced concrete 

applications. Reinforced flute geometry reduces vibrations & transfers more impact energy from the head to the tip of the drill 

bit. Rebar Chamfers to prevent carbide head from cracking when in contact with reinforced concrete. More mass in secondary 

carbide cutters for longer life.

*1/2" and 9/16" are 2 flute


