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FEATURES:
• 5 Grommeted pockets for retractable tethers: Back 
of neck, front chest pocket and 3 in lower pockets
• D-ring at back of neck for hard hat lanyard
• D-ring slot at back for use with fall protection
• Zipper Closure
• 2” Silver Tape Reflective Material
• Contrasting Trim
• 1 Horizontal Stripe
• Mic Tabs on Both Shoulders

4 POCKETS:
• 1 Upper Left Front Chest Pocket
• 2 Lower Flap Covered Pockets
• Inside Oversized Tablet Pocket

MATERIALS:
• 100% Polyester Mesh With Solid Pockets

COLORS:
• High-Visibility Green or Orange

www.radians.com

Multipurpose Surveyor Tether Vest with Contrasting Trim

SV272T-2-SSH   REV02_6-26-20

25 Wash Max

TYPE R / CLASS 2
ANSI/ISEA 107-2015

44
POCKETS

RETRACTOR

COMPATIBLE

CUSTOM IMPRINTING
Left Chest Pocket
Back Center

PART # DESCRIPTION LOAD EXTENSION
RRT-0336 Pencil Tether 3oz 36"
RRT-0828 Smart Phone Tether 8oz 28"
RRT-1344 Small Radio Tether 13oz 44"
RRT-1648 1lb Tool Tether 16oz 48"
RRT-3253 2lb Tool Tether 32oz 53"
RRT-1820 Hard Hat Tether 18oz 20"
RRT-2038 Tape Measure/Tool Tether 20oz 38"
RRT-2440 Tablet/Large Radio Tether 24oz 40"
RRT-2440 Tool Lanyard Accessory - -

Designed to work in conjuction with Radians Retractable Tethers below (Sold Seperately)

This surveyor tether vest takes functionality and convenience to the next level with grom-
meted pockets, D-rings, and a heavy-duty zipper.  The grommeted pockets are specially 
designed to contain retractable tethers within the pocket. You have everything you need to 
conveniently access and secure tools and accessories, which helps avoid tool drops, which 
can also be dangerous to others if you’re on scaffolding or ladders.

MESH

GREEN ORANGE

SV272T-2ZGM-M SV272T-2ZGM-3X SV272T-2ZGM-M SV272T-2ZGM-3X

SV272T-2ZGM-L SV272T-2ZGM-4X SV272T-2ZGM-L SV272T-2ZGM-4X

SV272T-2ZGM-XL SV272T-2ZGM-5X SV272T-2ZGM-XL SV272T-2ZGM-5X

SV272T-2ZGM-2X SV272T-2ZGM-2X

SOLID POCKETS
MESH
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