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8ga 133 8.19 Tinned Copper 125°C/150⁰C EPDM 1.37 1.52 6.53 physical
8 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 3614 
125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 1503 

OR AWM I A/B 125C 600V FT2
14934910IE

6ga 133 13.0 Tinned Copper 125°C/150⁰C EPDM 1.37 1.52 7.34 physical
6 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 3614 
125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 1503 

OR AWM I A/B 125C 600V FT2
149350-10IE

4ga 133 20.7 Tinned Copper 125°C/150⁰C EPDM 1.37 1.52 8.54 physical
4 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 3614 
125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 1503 

OR AWM I A/B 125C 600V FT2
145795-81IE

2ga 266 32.9 Tinned Copper 125°C/150⁰C EPDM 1.37 1.52 10.84 physical
2 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 3614 
125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 1503 

OR AWM I A/B 125C 600V FT2
145794-81IE

1ga 817 41.5 Tinned Copper 125°C/150⁰C EPDM 1.83 2.03 13.00 physical
1 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 3614 
125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 1503 

OR AWM I A/B 125C 600V FT2
151350-81IE

1/0 1045 52.4 Tinned Copper 125°C/150⁰C EPDM 1.83 2.03 13.79 physical
1/0 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 

3614 125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 
1503 OR AWM I A/B 125C 600V FT2

151349-81IE

2/0 1330 66.0 Tinned Copper 125°C/150⁰C EPDM 1.83 2.03 15.44 physical
2/0 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 

3614 125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 
1503 OR AWM I A/B 125C 600V FT2

148937-81IE

3/0 1672 83.0 Tinned Copper 125°C/150⁰C EPDM 1.83 2.03 16.74 physical
3/0 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 

3614 125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 
1503 OR AWM I A/B 125C 600V FT2

152060-81IE

4/0 2109 105.0 Tinned Copper 125°C/150⁰C EPDM 1.83 2.03 18.01 physical
4/0 AWG (UL LOGO) AWM STYLE 3340 OR 3374 OR 

3614 125C/150C 600V/1000V PRESTOLITE P.G. CSA CL 
1503 OR AWM I A/B 125C 600V FT2

145946-81IE

Voltage Rating: 1000 Vac

Temperature Rating:

Specifications:

CSA: CL-1503 & AWM

Packaging:

Other:

Rev 0 (2020-06-02) Written by: FBenafield

UL: 3614

RoHS compliant

Reels

UL Style 3614
125 deg c, No flexing for 150 deg C, 1000 Vac, horizontal flame

-40°C to 125°C/150°C

Prestolite Wire Engineering
Prysmian Group Automotive

Please note: Data subject to change without notice.  Contact your Customer Service Representative for any updates.


