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CHEM SHIELD JACKET, COAT AND BIB TROUSERS

Universal 35-SSH   REV00_03-25-20

The go-to suit when you need it all. That’s why we call it the Universal. The PVC / Nylon / PVC material offers tough, 
lightweight protection which will not crack or peel in temperatures of -30°F to 120°F. The Universal 35 gives excellent 
abrasion, tear, and snag resistance. The material is also self extinguishing and meets NFPA-701, is tested to ASTM D6413 
standards and ASTM F903 for liquid penetration. 

35SC
COAT WITH SNAPS  
FOR HOOD

• PVC / Nylon / PVC
• Tested to ASTM D6413
• Liquid Penetration (ASTM F903)
• Coat is a minimum of 48” long
• Non-conductive snap front closure 
   with storm flap

PART NUMBER SIZES

35001-31 S - 6XL

PART NUMBER SIZES

35001-13 S - 6XL

PART NUMBER SIZES

35001-00 S - 6XL

35BTF
BIB TROUSERS WITH SAFETY FLY

• PVC / Nylon / PVC
• Tested to ASTM D6413
• Liquid Penetration (ASTM F903)
• Bib front coverage
• Adjustable elastic suspenders 
• Non-conductive snap closures that   
   fastens suspenders onto garment
• Safety fly with snap closure

35AJ
JACKET WITH ATTACHED HOOD

• PVC / Nylon / PVC
• Tested to ASTM D6413
• Liquid Penetration (ASTM F903)
• Snap front closure with Storm flap
• Attached hood with
   drawstring closure
• Raglan shoulder design for ease  
   of movement

Neoprene

NOMEX®

Nylon

PVC

PVC

Stock Colors:

OTHER UNIVERSAL 35 STYLES AVAILABLE:
•  35SJ  Jacket with Snaps for Hood (35001-01)
•  35BT  Bib Trousers (35001-12)
•  35AC  Coat with Attached Hood (35001-30)
•  35P  Detachable hood with snap (35001-42)
•  35HO  Hood with Snaps (35001-60)

TESTED TO ASTM D6413:
SELF EXTINGUISHING AND ASTM F903:

RESISTANCE TO PENETRATION BY LIQUIDS

BIB FRONT COVERAGE

NON-CONDUCTIVE 
SNAP FRONT CLOSURE


